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Indramat Motors – MHD Synchronous Motors
MHD095B-058-NG0-AN

In-Stock, Ships 3-5 Days

Free Ground Shipping

1 Year Warranty Included

Expedited Lead Times on Select Parts

The MHD095B-058-NG0-AN motor from Bosch Rexroth Indramat is
a high-performance member of the MHD Synchronous Motors
series, engineered for precision motion control in demanding
industrial environments. This Product Type: Servo Motor features
a Winding Code: 058 and a compact Motor Size: 095 with a
standardized Flange size: 140/150 mm and Centering diameter:
130 mm for direct integration into exist... Read More

Technical Specifications
Centering diameter Continuous Torque at Standstill Encoder Type

130 mm 17.5 Nm Digital servo feedback (HSF)

Flange size Holding Brake Housing Cooling Type

140 / 150 mm Without holding brake Liquid cooling

Motor Length Motor Size Power Connection Direction

B 095 to side A

Power Connection Type Product Type Shaft Design

Output Connector Servo Motor Plain shaft

1620 Old Apex Road
Cary, NC 27513, USA
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Shipping & Payment Options

Indramat USA sells unused surplus and pre-owned surplus products and maintains channels to procure supply. Indramat USA is not affiliated with nor an
authorized distributor or representative of any manufacturers, brands or products listed. Designated trademarks, brand names, and brands appearing herein are

the property of their respective owners.
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