
1. Gegenstand
1.1 Konfiguration . . . = CFG

2. Produkt
2.1 BTV20.3. . . . . . . . . . . . . . . . = BTV20.3

3. Funktionsart
3.1 PC . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . = P

4. Sonstige Ausführung
4.1 keine . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . = NN

5. Steckplatz U1…U10
5.1 2T-NN-NN-TB-NN-NN-NN-NN

2T = Ethernetkarte PCM-E02.1
NN = Steckplatz nicht bestückt
TB = Schnittstelle für Maschinenfunktionstasten mit INTERBUS / ISA

Allgemein gilt:
Steckplätze U4 und U5 werden immer mit SIS-Schnittstelle (RS232 / RS485) und PC-Modul bestückt und sind nicht im
Typenschlüssel enthalten.

6. Normative Verweisung
Norm Titel
INN 48.20-20-03 Typenschlüssel : Bediengerät, BTV20.3
INN 48.74-02-01 Typenschlüssel : PC-Zubehör, PCM-E02.1

Bildbeispiel: CFG-BTV20.3
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INN 45.08-20-34
2001-03-06

Typenschlüssel : Konfiguration

CFG-BTV20.3P
Konfiguration für Visualisierungs-Bedienterminal BTV20.3P

Werknorm

Daten- oder Maßangaben dienen nur der unverbindlichen Information über grundsätzliche Produktmerkmale ! Seite 1 / 1D
ok
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Beispiel:

Kurztext-
Spalte

C F G - B T V 2 0 . 3 P - N N - 2 T - N N - N N - T B - N N - N N - N N - N N

Steckplatznr. U1 U2 U3 U6 U7 U8 U9 U10

PCI-Bus ISA-Bus

Rexroth Indramat GmbH
Bgm.-Dr.-Nebel-Straße 2 • D-97816 Lohr a. Main

Telefon (0 93 52) 40-0 • Telefax (0 93 52) 40-48 85

BRC/NOR, Weißbeck

BRC/NOR, Ehm

FreeHand 9.0

geändert:

geprüft:

erstellt in:

immer mit
PC-Modul
bestückt

immer mit
SIS-Schnittstelle

bestückt

Ethernetkarte

PCI-Bus ISA-Bus

0
1

U1 U2 U3 U4 U5 U6 U7 U8 U9 U10
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X 1

12 VDC OUT
3 A max.
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Type code : Configuration

CFG-BTV20.3P
Configuration for visual user terminal BTV20.3P

Factory standard

Data and dimensions serve to inform about product characteristics and are not binding ! Page 1 / 1D
oc
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Example:

Abbrev.
column

C F G - B T V 2 0 . 3 P - N N - 2 T - N N - N N - T B - N N - N N - N N - N N

Slot no. U1 U2 U3 U6 U7 U8 U9 U10

PCI bus ISA bus

PCI bus ISA bus

always with
PC module

inserted

always with
SIS interface

inserted

Ethernet card

0
1

U1 U2 U3 U4 U5 U6 U7 U8 U9 U10

X95

X96

X94

1. Object
1.1 Configuration. . . = CFG

2. Product
2.1 BTV20.3. . . . . . . . . . . . . . . . = BTV20.3

3. Function type
3.1 PC . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . = P

4. Other design
4.1 none . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . = NN

5. Slot U1 to U10
5.1 2T-NN-NN-TB-NN-NN-NN-NN

2T = Ethernet card PCM-E02.1
NN = Slot not equipped
TB = Interface for machine function keys with INTERBUS / ISA

It applies:
Slots U4 and U5 always equipped with SIS interface (RS232 / RS485) and PC module are not mentioned
in type code.

6. Standard reference
Standard Title
INN 48.20-20-03 Type code : User terminal, BTV20.3
INN 48.74-02-01 Type code : PC accessories, PCM-E02.1

Illustration example: CFG-BTV20.3

Rexroth Indramat GmbH
Bgm.-Dr.-Nebel-Straße 2 • D-97816 Lohr a. Main

Telephone (0 93 52) 40-0 • Telefax (0 93 52) 40-48 85

BRC/NOR, Weißbeck

BRC/NOR, Ehm

FreeHand 9.0

revised:

proved:

draw up in:


